
Model Stages Stroke Capacity (t) Volume (L) Weight (Kg) A B F H I L 1st 2nd 3rd 4th 5th 6th 1st 2nd 3rd 4th 5th 6th
4TG-E90*800QZ 4 800 5 3.2 21 155 223 40 112 135 378 90 75 60 45 - - 10.2 7.1 4.5 2.5 N/A N/A
6TG-E105*850QZ 6 850 6 3.8 21 160 161 40 125 150 321 105 90 75 60 45 30 13.9 10.2 7.1 4.5 2.5 1.1
6TG-E105*1000QZ 6 1000 6 4.2 23 160 186 40 125 150 346 105 90 75 60 45 30 13.9 10.2 7.1 4.5 2.5 1.1
6TG-E120*1250QZ 6 1250 9 7.7 33 160 231 45 142 165 391 120 105 90 75 60 45 18.1 13.9 10.2 7.1 4.5 2.5
6TG-E120*1500QZ 6 1500 9 8.7 37 160 273 45 142 165 433 120 105 90 75 60 45 18.1 13.9 10.2 7.1 4.5 2.5

Dimensions (mm)Specifications

             Hydraulic Telescopic Cylinder

Rod Diameter (per stage) Ton Force @ 160 Bar (per stage)


